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Forma Asym
Product data sheet

Decorative radiators Comfortable indoor ventilation Heating and cooling ceiling systems Clean air solutions



A pleasant heat and a relaxed look for your bathroom. The 
vertical tubes positioned on the right or left of Zehnder Forma 
Asym allow you to conveniently slide in towels from one side. 
Available in almost any colour and finish from the Zehnder 
colour chart.

Benefits
■	 Relaxed look through cross-connected tubes
■	 Open access from both sides makes it very convenient for 

hanging and sliding towels in from the side
■	 Large wall clearance for snuggly towels
■	 Easy cleaning with the lambswool cleaning brush from 

Zehnder
■	 Rounded edges offer added safety
■	 Diverse range of models with header tubes as a left- or 

right-hand arrangement
■	 The optional connection fitting provides the flexibility for all 

types of connection situations

Special benefits for hot water operation
■	 Flexible installation through top connection options
■	 Flexible installation through right and left connection options 

Special benefits for dual energy operation
■	 Optional fitting for dual energy operation with elegant integration 

of electric heating element
■	 Dual energy operation provides warm towels and comfortable 

rooms all year round

Special benefits for electric operation
■	 Demand-controlled temperature provided by three radiator 

temperature levels to choose from
■	 Timer function for on-demand operation
■	 Dry-running protection prevents temperature warning
■	 Comes ready-to-plug for easy and quick installation
■	 Easy to use as there is no separate control unit
■	 Elegantly integrated electric heating element
■	 Electric heating element cover in white (RAL 9016) or chrome 

gives it an aesthetic look
■	 The electric radiator provides warm towels and rooms all the 

year round 
■	 Energy-efficient and comfortable heating with innovative “open 

window detection”
■	 Electric operation provides warm towels and comfortable rooms 

all year round
■	 High energy efficiency due to compliance with the European 

Ecodesign Directive reduces energy costs
■	 Low energy consumption of only 0.5 W in stand-by mode for 

increased energy efficiency
■	 User-friendly control device allows simple operation
■	 Increased safety with keylock
■	 Flexible control options: control device for wall mounting or 

base

Zehnder Forma Asym
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Model overview

FRONT
Right-hand version

FRONT
Right-hand version

SIDE FRONT
Left-hand version

L	 =	 length
D	 =	 distance from wall to middle of connection
WA	 =	 wall clearance

Dimensions in mm

Connection to hot water central heating system

Painted version

Model H

mm

L

mm

Thermal output

75/65/20 °C1)

Watt
70/55/24 °C

Watt
55/45/24 °C

Watt
55/45/20 °C

Watt

Right-hand version

LFAR-170-050 1681 496 778 558 339 407

LFAR-120-060 1161 596 628 452 276 330

LFAR-170-060 1681 596 894 641 390 467

Left-hand version

LFAL-120-050 1161 496 547 394 240 287

LFAL-170-050 1681 496 778 558 339 407

LFAL-120-060 1161 596 628 452 276 330

LFAL-170-060 1681 596 894 641 390 467

Painted version, central connection 50 mm

Model H

mm

L

mm

Thermal output

75/65/20 °C1)

Watt
70/55/24 °C

Watt
55/45/24 °C

Watt
55/45/20 °C

Watt

Right-hand version

LFAR-120-050-05 1161 496 547 394 240 287

LFAR-170-050-05 1681 496 778 558 339 407

LFAR-120-060-05 1161 596 628 452 276 330

LFAR-170-060-05 1681 596 894 641 390 467

Zehnder Forma Asym

H = height, L = length
1) Nominal heat output according to EN 442
2) Total height incl. electric heating element
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Painted version, central connection 50 mm

Model H

mm

L

mm

Thermal output

75/65/20 °C1)

Watt
70/55/24 °C

Watt
55/45/24 °C

Watt
55/45/20 °C

Watt

Left-hand version

LFAL-120-050-05 1161 469 547 394 240 287

LFAL-170-050-05 1681 469 778 558 339 407

LFAL-120-060-05 1161 596 628 452 276 330

LFAL-170-060-05 1681 596 894 641 390 467

Electric-only operation

Painted version

Model H2)

mm

L

mm

Output electric 
heating element

Watt

Right-hand version

LFAER-120-50/GD 1186 496 500

LFAER-150-50/GD 1466 496 600

LFAER-170-50/GD 1706 496 750

LFAER-120-60/GD 1186 596 600

LFAER-150-60/GD 1466 596 750

LFAER-170-60/GD 1706 596 900

Left-hand version

LFAEL-120-50/GD 1186 496 500

LFAEL-150-50/GD 1466 496 600

LFAEL-170-50/GD 1706 496 750

LFAEL-120-60/GD 1186 596 600

LFAEL-150-60/GD 1466 596 750

LFAEL-170-60/GD 1706 596 900

Product types and connection options

Hot water operation version with Zehnder thermostat and 
Zehnder Comfort fittings in chrome.

Zehnder Forma Asym
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H = height, L = length
1) Nominal heat output according to EN 442
2) Total height incl. electric heating element
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